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TERMS AND CONDITIONS OF SALE

TERMS
Net 30 days to approved accounts
RETURNS

Merchandise may not be returned without authorization Approved return must be prepaid and are subject
to a 15% restocking charge

CONDITION OF SALE

The purchaser agrees to the following provisions

a “The seller shall not be liable in damages for nor deemed to be in default by reason of any failure
or delay in shipment of all or any part of this order caused by war fire flood strikes lockouts
accidents Act of God Government order or requirement interruption or shortage of materials or
transportation facilities or other cause or circumstance similar or otherwise beyond its control *

b  “The seller may decline to deliver hereunder except for cash if at any time the company shall not
be satisfied as to the customer’s credit or responsibility ”

c All prices are subject to change without notice

WARRANTY

“The seller guarantees the said goods against original defects in material or workmanship for one year
from the date of shipment provided as follows

a the goods are used operated and maintained in a competent and normal manner by the buyer
and in conformity with the seller’s instructions

b  the sellers liability under this warranty shall be limited to the replacement or repairs of any
defective goods free of charge to the buyer or at the seller’s option a refund of the purchase
price less an adjusted charge for the service rendered by the defective goods

c any expressed or implied warranty that the goods are adequate for any particular purpose is
hereby negated

d with respect to the goods not of the seller’'s own manufacture this warranty shall apply only to
the extent that the seller is able to enforce a claim for liability against the manufacturer thereof

e the buyer shall give written notice to the seller forthwith after the discovery of any defect and
thereafter shall make further use of the goods at his own risk

f  the seller shall not be liable for consequential damages arising out of the installation or use of the
said goods

g this warranty is given in lieu of all other warranties implied statutory or otherwise ”

CLAIMS

Ouir liability ceases when the goods are delivered to the Transportation Company and we hold receipt for
them Make your claim on the Transportation Companies for concealed as well as apparent damage and
advise us

The information presented in this brochure is to be used as a general guide This literature and other literature from
Buchanan Rubber is to provide product options for further investigation by experienced technically versed users Due to
the varietal nature of operating conditions and applications the user is solely responsible for making the final selection of

the product with full understanding that the performance and safety criteria of the application are met The product

specifications presented here are subject to change without notice




TABLE OF CONTENTS

TN = R Y O O I D. /
BATORN PVC WA TER S&D * *NEW PRODUCT > e D. 1
BATURN TOW TEMPERATURE PVC WATER S&D ***NEW PRODUCT > > e D. g
BEATURN WHITE PVC WATER S&D **NEW PRODUOCT>~

BATURN GREEN PVC WATER S&D *TT*NEW PRODUCTTT*, .,
BAITURN GREY PVC WA TER S&D T FTNEW PRODUGC L st sttt steas s ttstsitesisesieeteesisesieeioeeioesseass
BUPERFLEX PVC SUCTION T NEVW IMPROVED T ittt ettt et tesstestee sttt ieassesisasteaseesiseeioaieeeisassaass
EPDM WATER SUCTION TR FNEW PRODU C I ettt sttt tsseesessssssssssssssssssiosssossssssosssosessssossssssssssssaseas
NEXTILE REINFORCED S&D T T*NEW PRODUC T T T, sttt s s eseessesseseessensienseessensieeseesiessiesseesseessenss
P E R O L E U IV, Lt ittt sttt sn s e ensn s s ensnssnsssnssnssssssssssssssssssssssssssssssssssssssssssssssssssassnsssnnsasnsnnsnss
PETROLEUM DROP HOSE TTTNEW PRODUCT™TT,,, . .
| 371XV (CHE(0) | Bomaialal \'| S\ = (0] 5] UL Of Kokl RN
LURETHANE BIO-DROP FUEL HOSE ***NEW PRODUCT***
VAPOUR THANE DUST & VAPOUR RECOVERY HOSE T*T"NEW PRODUCT ™™™, .., ... iieeiiiiieiiiieniiieeeesiieieiieieniiiees p. 19
BUPERFLEX PVC SUCTION T NEVW IMPROVED T ™, . ettt et e s sesseesseessensieseessenssesseesienssesseesienssenss p. 14
MATERIAL HANDLING POLYURE THANE AND PVl . ... ittt titetstensssssenssrssensssessnasassssasasnnsnsass p. 19
BRI SUCTION T NEW IMPROVED ™ T sttt s i st ieesieseesieessesseesseessenseesseessesssesseesseassesaseesieasieeseesinesss p. 14
ARL HEAVY DUTY SUCTION T FFNEW IMPROVED T ittt iettees e tessteastesttasieestesiseaiseisesiseeioesseaisass p. 24
GREY PVC VACUUM TR RN EV IMPROVED T, ittt ittt ts s sssssessssssssssssssiosessssossiosssessosssossssssssssossssssssassas p. 21
VAPOUR THANE DUST & VAPOUR RECOVERY HOSE T*TNEW PRODUCT ™™™, ... ... iieeeiiieeeniiiienniieeeneiieieniieieniniees p. 24
1@ 1 D. 23
PACCO - PVC WINE SUCTION (FOOD GRADE) TT*NEW IMPROVED T ™, ., st eieieeeieesieeseeeienssenseenseess p. 24
FOODFLEX PVC S&D (FOOD QUALILITY) T*TNEW IMPROVED™TT
MWIREVAC (FOOD GRADE) **F*NEW IMPROVED ™™ ®, . s
FOODFLEX TEXTILE REINFORCED S&D (FOOD GRADE) T F*FNEW PRODUC T ™ T, ettt ieeeeeesraessssensisnsisaisnass p. 29
p - FLEX (FOOD GRADE) T NEW IMPROVED ™, st ettt et e sseseesseesseseesseessesseesseessesssenseesseassensss p. 2/
B -FLEX (STATIC) (FOOD GRADE) ®TT*NEW IMPROVED T T, ., ettt et esseaseeesesieasseaseesiessesiensieaseenseenss p. 29
NEPTUNE PVC SUCTION (FOOD GRADE) T T FTNEW IMPROVED ™ ™ ittt s s iteitastestteaieesieaieeaieesseainass p. 29
NEPTUNE STATIC PVC SUCTION (FOOD GRADE) *FFNEW IMPROVED ™ ittt ieeiteaisiieaieeeieeiieass p. 54
PU VAC (FOOD GRADE) TR FNEW IMPROVED T R, ittt e ttetenessesenssesssssenssessssssssssesssssssssssssssassossossssssssass
PU VAC LIGHT (FOOD QUALLITY) *T*NEW IMPROVED ™™, . st st steeeensiesieseesiensseeseesseessesseeaseensens
PU VAC STATIC (FOOD QUALLTY) T T F*NEW IMPROVED T ™, . et eeieeieeeiseeieeieesieesseeseeeseeseesseeeseesseasseasees
ELEAR REINFORCED PVC (FOOD QUALLTY) **TNEW IMPROVED*®**
[ndex For Hose By WOrKiNG PressuUre (POl ..o ueeeeeeeeeeeeeeeiiseseeeeeeeeeeesssssssesseeeseeessseeeeeeeeeees




Tank Truck Heavy Chemical

Abrasives

WATER SUCTION

SATURN PVC WATER S&D .
***NEW PRODUCT***

SATURN LOW TEMPERATURE °
PVC WATER S&D ***NEW
PRODUCT***

SATURN WHITE PVC WATER .
S&D ***NEW PRODUCT***

SATURN GREEN PVC WATER .
S&D ***NEW PRODUCT***

SATURN GREY PVC WATER S&D
***NEW PRODUCT***

SUPERFLEX PVC SUCTION .
**NEW IMPROVED***

EPDM WATER SUCTION ***NEW . ]
PRODUCT***

TEXTILE REINFORCED S&D .
***NEW PRODUCT***

PETROLEUM

PETROLEUM DROP HOSE .
***NEW PRODUCT***

URETHANE BIO-DROP FUEL .
HOSE ***NEW PRODUCT***

VAPOUR THANE DUST &
VAPOUR RECOVERY HOSE
**NEW PRODUCT***

SUPERFLEX PVC SUCTION .
**NEW IMPROVED***

MATERIAL HANDLING POLYURETHANE AND PVC

ARI SUCTION ***NEW . .
IMPROVED***
ARI HEAVY DUTY SUCTION . .

**NEW IMPROVED***

GREY PVC VACUUM ***NEW
IMPROVED***

VAPOUR THANE DUST &
VAPOUR RECOVERY HOSE
**NEW PRODUCT***

FOOD

BACCO - PVC WINE SUCTION
(FOOD GRADE) ***NEW
IMPROVED***

FOODFLEX PVC S&D (FOOD
QUALITY) **NEW IMPROVED***

WIREVAC (FOOD GRADE) .
**NEW IMPROVED***

Suction

HOSE APPLICATION TABLE OF CONTENTS

Water S&D

Vacuum

Food Grade

Petroleum Fume Wine and Pressurized Small Bore Compressor High Blower Hose Water
Discharge Extraction Spirit S&D Gases Liquid Hose Temperature Discharge
Discharge
.
.
.
.
.
. .
.
.
.
.
o
. .
°
o
o
3 .
o .



FOODFLEX TEXTILE
REINFORCED S&D (FOOD
GRADE) **NEW PRODUCT***

B - FLEX (FOOD GRADE) ***NEW
IMPROVED***

B - FLEX (STATIC) (FOOD
GRADE) **NEW IMPROVED***

NEPTUNE PVC SUCTION (FOOD
GRADE) **NEW IMPROVED***

NEPTUNE STATIC PVC SUCTION
(FOOD GRADE) “**NEW
IMPROVED***

PU VAC (FOOD GRADE) “**NEW
IMPROVED***

PU VAC LIGHT (FOOD QUALITY)
**NEW IMPROVED***

PU VAC STATIC (FOOD
QUALITY) **NEW IMPROVED***

CLEAR REINFORCED PVC
(FOOD QUALITY) **NEW
IMPROVED***

Tank Truck

Heavy
Abrasives

Chemical

Suction

HOSE APPLICATION TABLE OF CONTENTS

Water S&D

Vacuum

Food Grade

Petroleum
Discharge

Fume
Extraction

Wine and
Spirit S&D

Pressurized  Small Bore

Gases

Liquid
Discharge

Compressor
Hose

High
Temperature

Blower Hose

Water
Discharge






WATER SUCTION Air and

General

Purpose
Hose

SATURN PVC WATER S&D —

T

and

Discharge

H}l ‘w |H Hose
Application : An economical, flexible hose for construction pumps, septic tank & marine pump-out C*heofgfa'

service. Resistant to some chemicals, mild acids & alkalis. Consult us for

recommendations. Specially formulated compounds and a slightly corrugated cover Rubber

allow for increased flexibility at low temperatures. Hanaiing

Cover : Clear abrasion and weather resistant extra soft PVC. Hose

Reinforcement : Blue PVC helix. Pastic
Tube : Smooth clear extra soft PVC. Material

Temperature :-40C to +65C(-40F to +150F) Handling

Hose

Nom. I.D Nom. Vacuum Bend PSI Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(il‘l) Ducting

Food Hose

3/4 0.93 29 1.50 45 0.120 100 SAT-075 o
1 1.22 29 2.00 40 0.180 100 SAT-100 oo
1-1/4 1.48 29 2.50 35 0.180 100 SAT-125 Hose

1-1/2 1.83 29 2.50 35 0.330 100 SAT-150 Fire Hose

2 2.35 29 3.00 35 0.440 100 SAT-200 Welding

and

2-1/2 2.90 29 5.00 30 0.600 100 SAT-250 Other Hose

3 3.50 29 6.00 30 0.850 100 SAT-300 Cam

and

4 4.63 29 9.00 25 1.340 100 SAT-400 Groove

6 6.73 28 11.00 25 2.720 100 SAT-600 Nipples

Menders

Cut Lengths : Plus 10% and
Standard Lengths : 100’ Fslglin';
Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce 9
by 50% at maximum working temperature Clamps
Recommended Couplings : Cam and groove or short shank
Prgls%tzjre
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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s | SATURN LOW TEMPERATURE PVC WATER S&D

Purpose
i I
and
Discharge
H
o%¢ Application : An economical, flexible hose for construction pumps, septic tank & marine pump-out
Petroleum, service. Resistant to some chemicals, mild acids & alkalis. Consult us for
Sctii':"niigf‘ recommendations. Specially formulated compounds allow for increased flexibility at
Hose low temperatures.
Cover : Clear abrasion and weather resistant extra soft PVC.
pubber  Reinforcement : Blue PVC helix.
Hzndling Tube : Smooth clear extra soft PVC.
¢  Temperature :-40C to +65C(-40F to +150F)
yoste Nom. I.D Nom. Vacuum Bend PSI Weight Std Pack Part #
Handling (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Hose -
(in)
Food Hose 3/4 0.95 29 3.00 90 0.160 100 SATLT-075
Ducting 1 1.24 29 3.00 85 0.260 100 SATLT-100
Auto 11/4 1.54 29 4.00 80 0.340 100 SATLT-125
Tarine 11/2 1.81 29 5.00 70 0.440 100 SATLT-150
H
= 2 2.39 29 7.00 70 0.750 100 SATLT-200
Fire Hose 21/2 2.94 29 8.00 70 1.020 100 SATLT-250
Welding 3 3.43 29 10.00 65 1.210 100 SATLT-300
Other Hose 4 4.54 29 14.00 50 2.020 100 SATLT-400
Cam 6 6.67 29 23.00 35 3.700 100 SATLT-600

and

Groove Cut Lengths : Plus 10%

Nipples Standard Lengths : 100’

Menders Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce
and by 50% at maximum working temperature

Fslm’;ks Recommended Couplings : Cam and groove or short shank

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Phone 1-514-336-2480 www.amiflex.com
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Application
Cover
Reinforcement
Tube
Temperature
Nom. I.D Nom.
(in) 0.D(in)
3/4 0.95
1 1.18
11/4 1.47
11/2 1.72
2 2.29
21/2 2.85
3 3.35
4 4.45
6 6.67
Cut Lengths : Plus 10%

Standard Lengths :

Safety Information :

Vacuum
("Hg)

29
29
29
29
29
29
29
29
29

Bend

Radius

(in)
2.00
3.00
3.00
4.00
5.00
6.00
8.00
10.00
25.00

by 50% at maximum working temperature

Recommended Couplings :

PSI

90
85
80
70
65
60
55
50
35

Cam and groove or short shank

Weight

(Ibs)

0.160
0.190
0.290
0.350
0.570
0.870
1.030
1.780
3.700

Std Pack

Qty

100
100
100
100
100
100
100
100
100

: An economical, flexible hose for construction pumps, septic tank & marine pump-out
service. Resistant to some chemicals, mild acids & alkalis. Consult us for
recommendations.

: Clear abrasion and weather resistant PVC.

: White PVC helix.

: Smooth clear PVC.

:-20C to +65C(-5F to +150F)

Part #

SATW-075
SATW-100
SATW-125
SATW-150
SATW-200
SATW-250
SATW-300
SATW-400
SATW-600

Suction and Pressure ratings are based on a temperature of 20C (68F), reduce

Air and
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s | SATURN GREEN PVC WATER S&D

Purpose
Hose
Water
Suction
and
Discharge
H
o%¢ Application : An economical, flexible hose for construction pumps, septic tank & marine pump-out
Petroleum, service. Resistant to some chemicals, mild acids & alkalis. Consult us for
Séii’:‘niigf' recommendations.
Hose Cover : Clear abrasion and weather resistant PVC.
Reinforcement : Green PVC helix.
Rubber - Tube : Smooth clear PVC.
Hzr;d;gmg Temperature :-20C to +65C(-5F to +150F)
o Nom. I.D Nom. Vacuum Bend PSI Weight Std Pack Part #
Material (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Handling (in)
Hose
3/4 0.95 29 2.00 90 0.160 100 SATG-075
Food H
ooaTiose 1 1.24 29 3.00 85 0.260 100 SATG-100
Ducting 11/4 1.54 29 4.00 80 0.340 100 SATG-125
Trj\:& o 11/2 1.81 29 6.00 70 0.440 100 SATG-150
“,’La;‘s’;e 2 2.29 29 5.00 65 0.570 100 SATG-200
— 21/2 2.85 29 6.00 60 0.870 100 SATG-250
: 3 3.43 29 12.00 60 1.210 100 SATG-300
v 4 4.45 29 10.00 50 1.780 100 SATG-400
Other H
orese 6 6.67 28 25.00 35 3.700 100 SATG-600
P 8 8.82 28 30.00 25 6.070 20 SATG-800

Groove  cut Lengths : Plus 10%

Nipples Standard Lengths : 100’

Menders  Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce
S?,Q,ﬁk by 50% at maximum working temperature

Fittings Recommended Couplings : Cam and groove or short shank

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information
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SATURN GREY PVC WATER S&D

Application
Cover : Clear abrasion and weather resistant PVC.
Reinforcement : Grey PVC helix.
Tube : Smooth clear PVC.
Temperature :-40C to +65C(-40F to +150F)
Nom. I.D Nom. Vacuum Bend PSI
(in) 0.D(in) ("Hg) Radius
(in)
1 1.22 29 2.00 45
11/4 1.48 29 2.50 35
11/2 1.83 29 2.50 35
2 2.35 29 3.00 35
21/2 2.90 29 5.00 30
3 3.64 29 6.00 30
4 4.76 29 9.00 20
5 5.75 28 10.00 20
6 7.00 28 11.00 20
8 9.05 28 16.00 20
10 11.20 28 30.00 15
12 13.32 26 40.00 15

Cut Lengths : Plus 10%
Standard Lengths : 100’

Weight

(Ibs)

0.150
0.180
0.280
0.440
0.600
1.180
1.920
2.420
3.760
4.840
7.080
9.790

Std Pack

Qty

100
100
100
100
100
100
100
100
100
40

20

20

: An economical, flexible hose for construction pumps, septic tank & irrigation lines.
Resistant to some chemicals, mild acids & alkalis. Consult us for recommendations.

Part #

SATC-100
SATC-125
SATC-150
SATC-200
SATC-250
SATC-300
SATC-400
SATC-500
SATC-600
SATC-800
SATC-1000
SATC-1200

Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce

by 50% at maximum working temperature

Recommended Couplings : Cam and groove or short shank

Air and
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SUPERFLEX PVC SUCTION

: Can be used for light oil, grease and animal fat suction. It can also be used in more

general applications where great flexibility is required at very low temperatures.

Application
Cover : Blue extra soft low temperature PVC
Reinforcement : Anti shock rigid pvc helix
Tube : Blue extra soft low temperature PVC
Temperature :-40C to +60C(-40F to +140F)
Nom. I.D Nom. Vacuum Bend PSI
(in) 0.D(in) ("Hg) Radius
(in)

2 2.39 29 7.00 70

3 3.43 29 10.00 65

4 4.54 29 14.00 50

6 6.67 29 23.00 35

Cut Lengths : Plus 10%
Standard Lengths : 100

Weight

(Ibs)

0.750
1.210
2.020
3.700

Std Pack

Qty

100
100
100
100

Part #

SUPER-200
SUPER-300
SUPER-400
SUPER-600

Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce
by 50% at maximum working temperature

Recommended Couplings : Cam and groove or short shank

EPDM WATER SUCTION

Application : For use in liquid waste suction application. Also for use with lliquid or dry chemcial
suction applications or general industrial use where high working pressures are not
required.

Cover : Green polyethylene helix and Black EPDM.

Reinforcement : Rigid green polyethylene helix.

Tube : Smooth EPDM

Temperature :-40C to +60C(-40F to +140F)

Nom. I.D Nom. Vacuum
(in) 0.D(in) ("Hg)

11/2 1.85 29
2 2.44 29
3 3.52 29
4 4.61 29
6 6.82 29

Cut Lengths : Plus 10%
Standard Lengths : 100’

Recommended Couplings : Cam and groove or short shank

Bend

Radius

(in)
3.50
5.50
7.50
12.00
20.00

PSI

50
50
42
38
22

Weight

(Ibs)

0.400
0.670
1.100
1.840
3.080

Std Pack

Qty

100
100
100
100
100

Part #

EPDM-150
EPDM-200
EPDM-300
EPDM-400
EPDM-600

Phone 1-514-336-2480 www.amiflex.com
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TEXTILE REINFORCED S&D

Application

Cover

Reinforcement

Tube
Temperature

Nom. I.D
(in)

2
21/2
3

co o U1 h

10

Cut Lengths : Plus 10%
100’

Nom.
0.D(in)

2.59
3.01
3.71
4.78
6.05
7.17
9.33
11.54

Standard Lengths :
Safety Information
by 50% at maximum working temperature

Recommended Couplings :

for rental/construction pumping as well as fish suction hose.

Vacuum
("Hg)

29
29
29
29
28
28
28
28

(in)

4.00

5.00

6.00

7.00

9.00

10.50
16.00
25.00

PSI

110
100
100
80
75
70
60
40

Cam and groove or short shank

: Clear abrasion and weather resistant PVC.
: Orange PVC helix with high tensile synthetic textile yarn.
: Smooth clear PVC.
:-23C to +65C(-10F to +150F)

Bend
Radius

Weight
(Ibs)

0.650
0.750
1.120
1.740
2.950
3.870
5.520
8.690

Std Pack
Qty

100
100
100
100
100
100
40

20

: Good for both suction and discharge applications, this heavy duty hose can be used

Part #

RSPVC-200
RSPVC-250
RSPVC-300
RSPVC-400
RSPVC-500
RSPVC-600
RSPVC-800
RSPVC-1000

: Suction and Pressure ratings are based on a temperature of 20C (68F), reduce

Air and
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PETROLEUM

PETROLEUM DROP HOSE

: For use as a tank truck gravity drop hose. Also for use with oil, fuel and grease

transfer, oil slurry, hydrocarbons and animal fat handling. Features an external helix
that protects the hose cover as well as enabling the hose to slide over rough surface.

Weight

(Ibs)

1.120
1.370
2.160

Application
Cover : Orange PVC Helix
Reinforcement : High tensile synthetic textile yarn with built in copper static wire
Tube : Specially formulated compound for fuel transfer
Temperature :-29C to +65C(-20F to +150F)
Nom. I.D Nom. Vacuum PSI Bend
(in) 0.D(in) ("Hg) Radius
(in)
2 2.67 28 70 5.00
3 3.69 28 65 6.00
4 4.82 28 65 8.00
Cut Lengths : Plus 10%
Standard Lengths : 50'/100'

Recommended Couplings : Cam and groove

Std Pack Part #
Qty
100 PDROP-200
100 PDROP-300
100 PDROP-400

BANDING COILS

Application
banding or crimping.

Nom. I.D (in) Length (L/in)

1-1/2 6
2 7
2-1/2 8
3 8
4 9
5 10
6 14
8 15

Product Information :
Standard Lengths :

Rigid food grade helix.
Cut each piece in half for each end of hose

Weight (Ibs)

0.007
0.120
0.190
0.290
0.510
0.950
1.570
2.920

Part #
COIL-150
COIL-200
COIL-250
COIL-300
COIL-400
COIL-500
COIL-600
COIL-800

: Threads between the helix of a hose, this coil provides a smoother surface for

Air and
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s | URETHANE BIO-DROP FUEL HOSE

Purpose

Hose

Water
Suction
and
Discharge
Hose
Application

Petroleum,

Steam and
Chemical Cover

Hose
river R€INfOrcement

Material Tube
Handling

: For use as a tank truck gravity drop hose with biofuel, gasoline, deisel and ethanol.

Lightweight and flexible with exposed pvc helix making it very user friendly.

: Green PVC Helix with polyurethane cover. BDROP is clear wall for flow visibility and

BDROPB is black with added UV resistance.

: High tensile synthetic textile yarn.
: Specially formulated fuel resistant polyurethane

Hose Temperature :-40C to +65C(-40F to +150F)
Plastic Nom. I.D Nom. PSI Bend Weight Std Pack Part #
maar}glrii:é (in) 0.D(in) Radius (in) (Ibs) Qty
Hose 3 3.78 65 6.00 1.200 100 BDROP-300
Food Hose 4 4.82 65 8.00 1.700 100 BDROP-400
Ducting 3 3.78 65 6.00 1.200 100 BDROPB-300
4 4.82 65 8.00 1.700 100 BDROPB-400

Auto
Truckand Cut Lengths : Plus 10%

Marine Standard Lengths : 50'/100'

Hose

Fire Hose

Recommended Couplings : Cam and Groove

waans | VAPOUR THANE DUST & VAPOUR RECOVERY HOSE

and

Other Hose

Cam
and
Groove

Nipples - .
Mé)npders Application
and
Shank
Fittings Cover

Reinforcement
Clamps Tube

- \.I

: Vapour recovery from petroleum transfer operations. Embedded static wire serves to

dissipate static electricity. NOT SUITABLE FOR CONVEYING LIQUIDS

: Corrugated clear abrasion and weather resistant polyurethane.
: Yellow PVC helix with integral static wire. HD Version has Red Helix
: Clear fuel resistant polyurethane

High Temperature :-40C to +65C(-40F to +150F)
Fings. Nom. L.D Nom. PSI Bend Weight  Std Pack Part #
Vine (in) 0.D(in) Radius (in) (Ibs) Qty
Fittings 2 2.46 17 3.00 0.500 100 VT-200
F@‘;gs 3 3.57 11 3.50 0.780 100 VT-300
Valves 4 4.60 9 4.50 1.100 100 VT-400
3 3.57 13 4.00 0.950 100 VTHD-300
Sandblast
: 4 4.62 11 5.00 1.270 100 VTHD-400
Fings  Cut Lengths : Plus 10%
— Standard Lengths : 100’
que Recommended Couplings : Cam and Groove
gs
Sheet
Rubber
Index
and
Technical
Information
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SUPERFLEX PVC SUCTION

Application
available with static wire.
Cover : Blue extra soft low temperature PVC
Reinforcement : Anti shock rigid pvc helix
Tube : Blue extra soft low temperature PVC
Temperature :-40C to +60C(-40F to +140F)
Nom. I.D Nom. Vacuum Bend PSI
(in) 0.D(in) ("Hg) Radius
(in)
2 2.39 29 7.00 70
3 3.43 29 10.00 65
4 4.54 29 14.00 50
6 6.67 29 23.00 35

Cut Lengths : Plus 10%
Standard Lengths : 100

Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce

by 50% at maximum working temperature

Recommended Couplings : Cam and groove or short shank

Weight
(Ibs)

0.750
1.210
2.020
3.700

Std Pack

Qty

100
100
100
100

: Can be used for light oil, grease and animal fat suction. It can also be used in more
general applications where great flexibility is required at very low temperatures. Also

Part #

SUPER-200
SUPER-300
SUPER-400
SUPER-600
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Safety Information : PVC Suction and pressure ratings are based on 20C (68F). reduce ratings by
50% at maximum working temperature.

MATERIAL HANDLING POLYURETHANE AND PVC

ARI SUCTION

Application
low temperature flexibility.
Cover : Black HMW PVC
Reinforcement : Anti shock rigid pvc helix
Tube : Polyurethane
Temperature :-40C to +65C(-40F to +150F)
Nom. I.D Nom. Vacuum Bend
(in) 0.D(in) ("Hg) Radius
(in)
2 2.41 29 3.00
21/2 3.08 29 3.00
3 3.65 29 4.00
4 4.76 29 6.00
5 5.75 28 10.00
6 6.80 28 12.00
8 9.17 28 18.00

Cut Lengths : Plus 10%
Standard Lengths : 100’

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature
Recommended Couplings :

Cam and groove

PSI

45
40
40
35
35
30
30

: Used in a variety of material handling application where a good resistance to
abrasion is required, such as transfer of sands, plastic pellets, gravel, wood chips,
slurries and fly ash. Cover is a specially formulated static dissapative compound with

Weight

(Ibs)

0.590
0.810
1.180
1.950
2.430
3.510
5.920

Std Pack

Qty

100
100
100
100
100
100
60

.

Part #

ARI-200
ARI-250
ARI-300
ARI-400
ARI-500
ARI-600
ARI-800
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s | ARI HEAVY DUTY SUCTION

Purpose
Hose
Suction
and
Discharge
H
o%¢ Application : Used in a variety of material handling application where a good resistance to
Petroleum, abrasion is required, such as transfer of sands, plastic pellets, gravel, wood chips,
Séii’:‘niigf' slurries and fly ash. Also for use on vacuum excavation trucks. Cover is a specially
Hose formulated static dissapative compound with low temperature flexibility.
Cover : Blue HMW PVC up to 5" I.D. Black cover in 6" and 8" I.D
pubber  Reinforcement : Anti shock rigid pvc helix
H|a_|nd|ing Tube : Polyurethane
¢  Temperature :-40C to +65C(-40F to +150F)
yoste Nom. I.D Nom. Vacuum Bend PSI Weight Std Pack Part #
Handling (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Hose -
- (in)
Food Hose 2 2.43 29 4.00 45 0.650 100 ARIHD-200
Ducting 21/2 3.12 29 5.00 40 0.910 100 ARIHD-250
Auto 3 3.71 29 6.00 40 1.230 100 ARIHD-300
e 4 4.80 29 10.00 35 2.020 100 ARIHD-400
H
= 5 5.82 28 14.00 35 2.500 100 ARIHD-500
Fire Hose 6 6.87 28 18.00 30 3.840 100 ARIHD-600
Welding 8 9.18 28 22.00 30 6.520 60 ARIHD-800

OtherHose Cut Lengths : Plus 10%
ﬁ Standard Lengths : 100’
and Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
Groove ratings by 50% at maximum working temperature

Nipples Recommended Couplings : Cam and groove
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and
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GREY PVC VACUUM

Application
applications.
Cover : Grey corrugated PVC for maximum flexibility.
Reinforcement :Rigid PVC helix.
Tube : Smooth grey PVC.
Temperature :-23C to +65C(-10F to +150F)
Nom. I.D Nom. Vacuum Bend PSI Weight
(in) 0.D(in) ("Hg) Radius (Ibs)
(in)
3/4 1.02 28 1.00 30 0.080
1 1.20 28 2.00 28 0.130
11/4 1.46 28 2.50 22 0.160
11/2 1.79 28 2.50 22 0.240
2 2.30 28 3.00 15 0.350
21/2 2.76 28 5.00 15 0.510
3 3.43 28 6.00 15 0.710
4 4.55 28 9.00 15 1.150

Cut Lengths : Plus 10%
Standard Lengths : 100’

Std Pack

Qty

100
100
100
100
100
100
100
100

- H.I

: An economical hose for suction of air, fumes, sawdust, and powders in light duty

Part #

GRVAC-075
GRVAC-100
GRVAC-125
GRVAC-150
GRVAC-200
GRVAC-250
GRVAC-300
GRVAC-400

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce

ratings by 50% at maximum working temperature
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Air and
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VAPOUR THANE DUST & VAPOUR RECOVERY HOSE

- H.I

Application : Vapour recovery from petroleum transfer operations. Can be used for
abrasivematerial transfer. Embedded static wire serves to dissipate static electricity.
NOT SUITABLE FOR CONVEYING LIQUIDS

Cover : Corrugated clear abrasion and weather resistant polyurethane.

Reinforcement : Yellow PVC helix with integral static wire. HD Version has Red Helix

Tube : Clear fuel resistant polyurethane

Temperature :-40C to +65C(-40F to +150F)

Nom. I.D (in) Nom. 0.D(in) PSI Weight (Ibs) Std Pack Qty Part #

2 2.46 17 0.500 100 VT-200
3 3.57 11 0.780 100 VT-300
4 4.60 9 1.100 100 VT-400
3 3.57 13 0.950 100 VTHD-300
4 4.62 11 1.270 100 VTHD-400

Cut Lengths : Plus 10%
Standard Lengths : 100’

Phone 1-514-336-2480 www.amiflex.com
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FOOD

Safety Information : PVC hose suction and pressure ratings are based on a temperature of 20C
(68F), reduce ratings by 50% at maximum working temperature

BACCO - PVC WINE SUCTION (FOOD GRADE)

Application : For use in food handling and processing operations. General application include
transfering wine, juice, beer, soda, syrup, dairy products as well as poultry cleaning
operations. Also good for use with gels, paste and dry foodstuff like powders,
granulars and pellets.

Cover : Smooth clear, food grade PVC non-marking.
Reinforcement : Red PVC helix.
Tube : Smooth clear food grade PVC, specially compounded for use with alcoholic
beverages.
Temperature :-23C to +65C(-10F to +150F)
Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)
3/4 0.95 29 85 3.00 0.160 100 BAC-075
1 1.24 29 80 3.00 0.260 100 BAC-100
11/4 1.54 29 80 4.00 0.340 100 BAC-125
11/2 1.81 29 70 5.00 0.440 100 BAC-150
2 2.39 29 70 7.00 0.750 100 BAC-200
21/2 2.94 29 70 8.00 1.010 100 BAC-250
3 3.43 29 60 10.00 1.210 100 BAC-300
4 4.54 29 50 14.00 2.020 100 BAC-400
5 5.56 28 35 20.00 2.650 100 BAC-500
38mm 47mm 29 80 3.00 0.450 100 BAC-38-MM
50mm 60mm 29 70 7.00 0.740 100 BAC-50-MM

Cut Lengths : Plus 10%

Standard Lengths : 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and
3-A

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature

Recommended Couplings : Stainless Cam and groove or Sanitary
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deer | FOODFLEX PVC S&D (FOOD QUALITY)

Purpose
Hose
Suction
and
Discharge
Hose
R Application : For liquid or dry bulk foodstuffs, pharmaceuticals, cosmetics, milk, fruit and
Petroleum, vegetable juices, soft drinks, alcoholic beverages, flour, sugar, poulty or meat
Steam and . . . .
Chemical packing etc. Clear wall allows visual inspection of the product.
Hose Cover : Clear PVC non-marking.
river R€INfOrcement : Clear rigid PVC helix.
Material  Tube : Smooth clear PVC.
Handing  Temperature :-23C to +65C(-10F to +150F)
Plastic Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
Material (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Handling (in)
Hose
3/4 0.95 29 85 2.00 0.160 100 FPVC-075
Food Hose
> 1 1.24 29 80 3.00 0.260 100 FPVC-100
ctin
ik 11/4 1.54 29 80 4.00 0.340 100 FPVC-125
Truok and 11/2 1.81 29 70 5.00 0.440 100 FPVC-150
Voo 2 2.39 29 70 7.00 0.750 100 FPVC-200
Fire Hose 3 3.43 29 60 10.00 1.210 100 FPVC-300
Welding 4 4.54 29 50 14.00 2.020 100 FPVC-400

and Cut Lengths : Plus 10%
OtherHose  Standard Lengths : 50'/100'
Cam Product Information : Compliant with the applicable requirements and standards of FDA USDA and
and 3-A
Groove Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
Nipples ratings by 50% at maximum working temperature

Menders Recommended Couplings : Cam and groove or Sanitary
and

Shank
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WIREVAC (FOOD GRADE)

: An extremely flexible transparent hose for use where full vacuum performance is

required while monitoring the contents of the hose. Ideal for use with most
foodstuffs, cosmetics, beverages, and a wide range of chemical solutions. Also

Weight

(Ibs)

0.110
0.120
0.170
0.240
0.350
0.500
0.750
1.090

Application
suitable for lubricating oils and amimal fats.
Cover : Smooth clear PVC
Reinforcement : Spring steel wire helix
Tube : Smooth clear PVC
Temperature :-10C to +65C(15F to +150F)
Nom. I.D Nom. Vacuum PSI Bend
(in) 0.D(in) ("Hg) Radius
(in)
3/8 0.59 28 250 1.00
1/2 0.71 28 250 1.50
5/8 0.87 28 200 2.00
3/4 1.02 28 180 2.00
1 1.30 28 150 3.00
11/4 1.61 28 100 3.50
11/2 1.89 28 85 4.00
2 2.44 28 65 5.00
3 3.50 28 45 12.00

Cut Lengths : Plus 10%
Standard Lengths : 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA 3-A

NSF-51

Safety Information : This hose has no fabric reinforcement and normally should not be used under
pressure for service at temperatures above 25C (75F). Please consult us for details

1.840

Std Pack

Qty

300
300
200
200
100
100
100
100
100

Part #

WIRE-038
WIRE-050
WIRE-063
WIRE-075
WIRE-100
WIRE-125
WIRE-150
WIRE-200
WIRE-300
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Air and
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FOODFLEX TEXTILE REINFORCED S&D (FOOD GRADE)

Application

Cover
Reinforcement
Tube
Temperature

Nom. I.D Nom.
(in) 0.D(in)

2 2.59
21/2 3.01
3 3.71
4 4.78
5 6.05
6 7.17
8 9.33

Cut Lengths : Plus 10%

: For liquid or dry bulk foodstuffs, pharmaceuticals, cosmetics, milk, fruit and

vegetable juices, soft drinks, alcoholic beverages, flour, sugar, poulty or meat
packing etc. Clear wall allows visual inspection of the product.

: Clear PVC non-marking.

: Clear rigid PVC helix with high tensile synthetic yarn. .
: Smooth clear PVC.

:-23C to +65C(-10F to +150F)

Vacuum PSI Bend Weight Std Pack Part #
("Hg) Radius (Ibs) Qty
(in)
29 110 4.00 0.650 100 FRPVC-200
29 100 5.00 0.750 100 FRPVC-250
29 100 6.00 1.120 100 FRPVC-300
29 80 7.00 1.740 100 FRPVC-400
28 75 9.00 2.950 100 FRPVC-500
28 70 10.50 3.870 100 FRPVC-600
28 60 16.00 5.520 60 FRPVC-800

Standard Lengths : 50'/100'

Product Information :
3-A

Compliant with the applicable requirements and standards of FDA USDA and

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature
Recommended Couplings : Cam and groove or Sanitary

Phone 1-514-336-2480 www.amiflex.com
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B - FLEX (FOOD GRADE)

Application

Reinforcement : Clear rigid PVC helix
Tube : Smooth clear PVC
Temperature :-23C to +65C(-10F to +150F)
Nom. I.D Nom. Vacuum PSI Bend
(in) 0.D(in) ("Hg) Radius
(in)
1 1.22 29 45 2.00
11/4 1.48 29 35 2.50
11/2 1.83 29 35 2.50
2 2.35 29 35 3.00
21/2 2.90 29 30 5.00
3 3.50 29 25 6.00
39mm 1.88 29 45 3.00

Cut Lengths : Plus 10%
Standard Lengths : 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and

3-A.

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature
Recommended Couplings : Cam and groove

Weight

(Ibs)

0.150
0.180
0.280
0.440
0.600
0.850
0.290

Std Pack

Qty

100
100
100
100
100
100
100

..

: Conveying of dry powders, grains and plastic pellets where viewing the product and
flexibility is important.
Cover : Corrugated clear PVC.

Part #

BFL-100
BFL-125
BFL-150
BFL-200
BFL-250
BFL-300
BFL-39-MM
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deern | B - FLEX (STATIC) (FOOD GRADE)

Purpose
Hose
Suction ="
and
Discharge
H
o%¢ Application : Conveying of dry powders, grains and plastic pellets where viewing the product,
Petroleum, flexibility and static electircity is important.
Seamand  Cover : Corrugated clear PVC.
emical . . . . . . . .
Hose Reinforcement : Clear rigid PVC helix with integral static wire.
Tube : Smooth clear PVC
ﬁ‘;ﬁ’ebﬁ; Temperature :-23C to +65C(-10F to +150F)
Hmds,lg‘ o Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
_ (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Plastic .
Material (in)
i 11/2 1.83 29 35 2.50 0.280 100 BFLST-150
Food Hose 2 2.35 29 35 3.00 0.440 100 BFLST-200
Ducting 21/2 2.90 29 30 5.00 0.600 100 BFLST-250
ucti
3 3.50 29 25 6.00 0.850 100 BFLST-300
Tnf\cu;f%nd 39mm 1.88 29 45 3.00 0.290 100 BFLST-39-MM
Marine

Hose Cut Lengths : Plus 10%
- Standard Lengths : 100’

FireHose ~ Product Information : Compliant with the applicable requirements and standards of FDA USDA and
3-A.

W‘;'gg‘g Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce

other Hose ratings by 50% at maximum working temperature
—c Recommended Couplings : Cam and groove
am
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NEPTUNE PVC SUCTION (FOOD GRADE)

- H.I

Application : Suction and discharge of liquids and powders where moderate abrasion is a factor.
Cover : Corrugated clear PVC.
Reinforcement : Clear rigid PVC helix
Tube : Smooth clear PVC.
Temperature :-23C to +65C(-10F to +150F)
Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)
1 1.30 28 55 2.00 0.210 100 NEP-100
1-1/2 1.92 28 50 3.00 0.350 100 NEP-150
2 2.40 28 40 4.00 0.560 100 NEP-200
2-1/2 2.99 28 40 5.00 0.770 100 NEP-250
3 3.64 28 40 6.00 1.100 100 NEP-300
4 4.72 24 35 10.00 1.800 100 NEP-400
5 5.74 24 30 16.00 2.340 100 NEP-500
6 6.91 24 30 18.00 3.700 100 NEP-600
8 8.97 20 20 36.00 5.530 60 NEP-800

Cut Lengths : Plus 10%
Standard Lengths : 1" - 6" - 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and

3-A.

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce

ratings by 50% at maximum working temperature
Recommended Couplings : Cam and groove
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NEPTUNE STATIC PVC SUCTION (FOOD GRADE)

- H.I

Application : Suction and discharge of liquids and powders where moderate abrasion is a factor.
Built in static wire assists in dissipating static electricity.
Cover : Corrugated clear PVC.
Reinforcement : Clear rigid PVC helix with integral static wire.
Tube : Smooth clear PVC.
Temperature :-23C to +65C(-10F to +150F)
Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)
1-1/2 1.93 28 50 3.00 0.430 100 NEPST-150
2 2.48 28 40 4.00 0.580 100 NEPST-200
2-1/2 3.07 28 40 5.00 0.890 100 NEPST-250
3 3.64 28 40 6.00 1.250 100 NEPST-300
4 4.72 24 35 10.00 1.930 100 NEPST-400
5 5.74 24 30 16.00 2.530 100 NEPST-500
6 6.81 24 30 18.00 3.700 100 NEPST-600

Cut Lengths : Plus 10%

Standard Lengths : 1-1/2" - 6" - 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and
3-A.

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature

Recommended Couplings : Cam and groove

Phone 1-514-336-2480 www.amiflex.com
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PU VAC (FOOD GRADE)

Application : Ideal for applications where conventional rubber or PVC hose will wear rapidly, i.e.
grain transfer, dry foodstuff, abrasive powder recovery, leaf collection. Not
recommended for handling liquids

Cover : Corrugated clear abrasion and weather resistant Polyurethane.

Reinforcement : Grey PVC helix.

Tube : Smooth clear abrasion resistant Polyurethane.

Temperature :-40C to +65C(-40F to +150F)

Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty

(in)

11/2 1.85 29 50 2.00 0.420 100 PU-150

2 2.41 29 45 3.00 0.590 100 PU-200

21/2 3.08 29 40 3.00 0.810 100 PU-250

3 3.65 29 40 4.00 1.180 100 PU-300

4 4.76 29 35 6.00 1.950 100 PU-400

5 5.75 28 35 10.00 2.430 100 PU-500

6 6.80 28 30 12.00 3.510 100 PU-600

Cut Lengths : Plus 10%
Standard Lengths : 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and

3-A.

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature
Recommended Couplings : Cam and groove
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geer | PU VAC LIGHT (FOOD QUALITY)

Purpose
Hose
Suction *
and
Discharge
H
% Application : Handling abrasive fine powders under low pressure or vacuum. Not recommended
Petroleum, for handling liquids.
Séii’:‘niigf' Cover : Corrugated clear abrasion and weather resistant Polyurethane.
Hose Reinforcement :Rigid grey PVC helix.
Tube : Smooth clear abrasion resistant Polyurethane.
ﬁ‘;ﬁ’ebﬁ; Temperature :-40C to +65C(-40F to +150F)
Hmds,lg‘ o Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
_ (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Plastic .
Material (in)
i 11/2 1.82 14 20 0.80 0.320 100 PUL-150
Food Hose 2 2.39 12 15 1.40 0.320 100 PUL-200
. 21/2 2.87 10 10 1.50 0.410 100 PUL-250
ucting
3 3.46 10 10 2.50 0.550 100 PUL-300
Trﬁ\cu;f%nd 4 4.50 8 9 3.00 0.780 100 PUL-400
ok
Hose 5 5.52 7 7 4.00 0.890 100 PUL-500
Fire Hose 6 6.55 5 6 5.00 1.150 100 PUL-600
Weldi 8 9.17 3 3 18.00 1.770 100 PUL-800
elding

and Cut Lengths : Plus 10%

OtherHose  gtandard Lengths : 100’

Cam Product Information : Compliant with the applicable requirements and standards of FDA USDA and
and 3-A.
Groove

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
Nipples ratings by 50% at maximum working temperature

Mendders Recommended Couplings : Cam and groove
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PU VAC STATIC (FOOD QUALITY)

Reinforcement : Rigid grey PVC helix with integral static wire.
Tube : Smooth clear abrasion resistant Polyurethane.
Temperature :-40C to +65C(-40F to +150F)
Nom. I.D Nom. Vacuum PSI Bend Weight
(in) 0.D(in) ("Hg) Radius (Ibs)
(in)
11/2 1.85 29 50 2.00 0.420
2 2.41 29 45 3.00 0.590
21/2 2.87 29 40 3.00 0.810
3 3.65 29 40 4.00 1.810
4 4.76 29 35 6.00 1.950
6 6.55 28 30 12.00 3.510

Cut Lengths : Plus 10%
Standard Lengths : 100’

Product Information : Compliant with the applicable requirements and standards of FDA USDA and

3-A.

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce

ratings by 50% at maximum working temperature
Recommended Couplings : Cam and groove

Std Pack

Qty

100
100
100
100
100
100

..

Application : Ideal for applications where conventional rubber or PVC hose will wear rapidly, i.e.
grain transfer, dry foodstuff, abrasive powder recovery, leaf collection. Built in static
wire assists in dissipating static electricity. Not recommended for handling liquids

Cover : Corrugated clear abrasion and weather resistant Polyurethane.

Part #

PUST-150
PUST-200
PUST-250
PUST-300
PUST-400
PUST-600
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CLEAR REINFORCED PVC (FOOD QUALITY)

Application : An economical hose for handling air, water, oil, mild chemicals, and alkalis. Clear wall
allows visual inspection of product.
Cover : Clear smooth PVC
Reinforcement : Multiple layers of synthetic yarns
Tube : Clear smooth PVC
Temperature :-5C to +65C(+25F to +150F)
Nom. I.D (in) Nom. 0.D(in) PSI Weight (Ibs) Std Pack Qty Part #
3/16 0.38 250 0.050 300 CRPVC-019
1/4 0.43 250 0.070 300 CRPVC-025
1/4 0.43 250 0.070 100 CRPVC-025-100
5/16 0.53 300 0.080 300 CRPVC-031
3/8 0.59 250 0.090 300 CRPVC-038
3/8 0.59 250 0.090 100 CRPVC-038-100
1/2 0.71 250 0.150 300 CRPVC-050
1/2 0.71 250 0.150 100 CRPVC-050-100
5/8 0.87 200 0.170 200 CRPVC-063
3/4 1.02 180 0.230 200 CRPVC-075
3/4 1.02 180 0.230 100 CRPVC-075-100
1 1.30 150 0.320 200 CRPVC-100
1 1.30 150 0.320 100 CRPVC-100-100
11/4 1.61 100 0.580 100 CRPVC-125
11/2 1.89 85 0.690 100 CRPVC-150
2 2.44 65 1.000 100 CRPVC-200

Cut Lengths : Plus 10%

Standard Lengths : 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100" coil

Product Information : Compliant with the applicable requirements and standards of FDA USDA 3-A
NSF-51. Please specify length when ordering i.e. 100' or 300’

Safety Information : Suction and pressure ratings are based on a temperature of 20C (68F), reduce
ratings by 50% at maximum working temperature

Recommended Couplings : Combination nipples, short shank, brass barbed, cam and groove
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